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UNIVERSAL GUN - Red Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.11 PP + FG Nbr + PP SS - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Blue Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.12 PP + FG Viton + SS SS - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Grey Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0013.12 PP + FG Viton + Aisi 316 Aisi 316 - Aisi 316 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Brown Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0015.12 PP+stapl. FG Viton + Aisi 316 Aisi 316 - Aisi 316 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F
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UNIVERSAL GUN black trigger for "ACID"

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.41 PP + FG EPDM - PP+FG GLASS + HASTELLOY 131 4,62 30

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Green Trigger - Constantly Weeping

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0014.12 PP + FG Viton + SS Aisi 316 - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Purple Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.27 PP Viton + SS SS - SS 131 4,62 120

Max Pressure 15 bar - 1,5 MPa 218 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 40 °C 104 °F

To be used in very cold climates, in systems where it is not possible to use weeping guns.

UNIVERSAL GUN - Yellow Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.10 PA6 + FG Viton + SS SS - SS 162 5,7 120

Max Pressure 60 bar - 6 MPa 870 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 60 °C 140 °F
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UNIVERSAL GUN - Grey Trigger + Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0003.51 --- --- 140 4,93 30

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Gun Universal Grey Trigger
Nozzle Nozzle Holder

RB 35 Gun - blue - 50°C

P/N Inlet Weight
gr oz

30.6200.00 1/2" Bsp F Swivel - Nickel-plated Brass 440 15,52 10

Spraying Pattern Adjustable Cone
Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 50 °C 120 °F
Material PP+FG
Pin Brass
Spring AISI 303
Seals Material Viton
Casing Colour Blue
Trigger Colour Blue

RB 35 Gun - blue - 80°C

P/N Inlet Weight
gr oz

30.6250.00 1/2" Bsp F Swivel - AISI 303 440 15,52 10

Spraying Pattern Adjustable Cone
Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Material PA+PP+FG
Pin AISI 303
Spring AISI 316
Seals Material Epdm
Casing Colour Blue
Trigger Colour Grey
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RB 35 Gun - blue - 80°C - On-Off device

P/N Inlet Outlet Weight
gr oz

30.6260.00 1/2" Bsp F Swivel - AISI 303 1/2" Bsp F - PP 440 15,52 10

Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Material PA+PP+FG
Pin AISI 303
Spring AISI 316
Seals Material Epdm
Casing Colour Blue
Trigger Colour Grey

Extension and Nozzle Holder Kit

P/N Type Lenght Tube Type Weight
mm in. gr oz

99.0300.01 A 300 11,81 Stainless Steel 109 3,85 10
99.0300.02 A 600 23,62 Stainless Steel 177 6,24 10
99.0300.03 A 750 29,52 Stainless Steel 219 7,73 10
99.0300.04 A 900 35,43 Stainless Steel 263 9,28 10
99.0301.01 C 600 23,62 Pvc 100 3,53 10
13.0003.65 B --- --- --- 10 0,35 10

Red Nozzle Holder - 1/2" Bsp M

Seals Included, to assemble on the Gun
Tube Straight
Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Inlet 1/2" Bsp M
Outlet 1/2" Bsp F

RB65 Gun - adjustable spray pattern - blue

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6400.00 1/2" Bsp F 60 16 925 32,6 10
Internal Parts: Brass

30.6425.00 1/2" Bsp F Swivel 60 16 1045 36,9 10
Internal Parts: Brass

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
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RB65 Gun - adjustable spray pattern - red

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6438.30 1/2" Bsp F 60 16 1045 36,9 10
Internal Parts : Brass + Stainless Steel Pin

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

RB65-350 Gun - 350 mm lance - adjustable spray pattern

P/N Colour Inlet Weight
gr oz

30.6465.00 Blue 1/2" Bsp F 2020 71,25 5
Internal Parts : Brass

30.6468.00 Red 1/2" Bsp F 2020 71,25 5
Internal Parts : Brass

Flow Rate 60 lt/min 16 USGpm
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Tube lenght 350 mm 13,8 in.

RB65 Gun - Aisi 316 adjustable spray pattern

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6300.00 1/2" Bsp F 60 16 914 32,25 1
Internal Parts: Stainless Steel Aisi 316

30.6310.00 1/2" Bsp F Swivel 60 16 1027 36,25 1
Internal Parts: Stainless Steel Aisi 316

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

RB65 Gun - adjustable spray pattern- 100 l/min

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6440.00 1/2" Bsp F 100 26,5 925 32,6 10
Internal Parts: Brass

30.6445.00 1/2" Bsp F Swivel 100 26,5 1045 36,9 10
Internal Parts: Brass

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
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RB65 Gun - on-off device

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6450.00 1/2" Bsp F 100 26,5 925 32,6 10
Internal Parts: Brass - On/Off Opening Device

30.6453.00 1/2" Bsp F Swivel 100 26,5 1045 36,9 10
Internal Parts: Brass - On/Off Opening Device

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

Extension RB 65 with on-off device

P/N Lenght Inlet Outlet Weight
mm in. gr oz

30.6456.40 400 15,7 1/2" Bsp M 1/2" Bsp F 500 17,6 1
30.6456.80 800 31,4 1/2" Bsp M 1/2" Bsp F 970 34,1 1

Max Pressure 24 bar - 2,4 MPa 350 psi
Flow Rate 100 lt/min 26,5 USGpm
Max Temperature 43 °C 109 °F
Material SS

RB65 - Couplings

P/N Outlet Flow-rate Weight
lt/min USGpm gr oz

30.6480.00 1/2" Bsp M 100 26,5 121 4,28 5
30.6430.00 H.Barb Ø13mm 60 16 121,5 4,28 10

Inlet 1/2" Bsp F Swivel
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Main body Brass

CT Top Spray Gun 1 - Adjustable Nozzle

P/N Inlet Seat Main body Weight
gr oz

15.0600.02 1/4" Bsp F SS Brass 327 11,53 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Maxi - Adj., Brass
Spraying Pattern Adjustable Cone
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