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UNIVERSAL GUN - Red Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.11 PP + FG Nbr + PP SS - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Blue Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.12 PP + FG Viton + SS SS - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Grey Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0013.12 PP + FG Viton + Aisi 316 Aisi 316 - Aisi 316 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Brown Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0015.12 PP+stapl. FG Viton + Aisi 316 Aisi 316 - Aisi 316 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F
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UNIVERSAL GUN black trigger for "ACID"

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.41 PP + FG EPDM - PP+FG GLASS + HASTELLOY 131 4,62 30

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Green Trigger - Constantly Weeping

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0014.12 PP + FG Viton + SS Aisi 316 - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Purple Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.27 PP Viton + SS SS - SS 131 4,62 120

Max Pressure 15 bar - 1,5 MPa 218 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 40 °C 104 °F

To be used in very cold climates, in systems where it is not possible to use weeping guns.

UNIVERSAL GUN - Yellow Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.10 PA6 + FG Viton + SS SS - SS 162 5,7 120

Max Pressure 60 bar - 6 MPa 870 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 60 °C 140 °F
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UNIVERSAL GUN - Grey Trigger + Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0003.51 --- --- 140 4,93 30

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Gun Universal Grey Trigger
Nozzle Nozzle Holder

RB 35 Gun - blue - 50°C

P/N Inlet Weight
gr oz

30.6200.00 1/2" Bsp F Swivel - Nickel-plated Brass 440 15,52 10

Spraying Pattern Adjustable Cone
Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 50 °C 120 °F
Material PP+FG
Pin Brass
Spring AISI 303
Seals Material Viton
Casing Colour Blue
Trigger Colour Blue

RB 35 Gun - blue - 80°C

P/N Inlet Weight
gr oz

30.6250.00 1/2" Bsp F Swivel - AISI 303 440 15,52 10

Spraying Pattern Adjustable Cone
Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Material PA+PP+FG
Pin AISI 303
Spring AISI 316
Seals Material Epdm
Casing Colour Blue
Trigger Colour Grey
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RB 35 Gun - blue - 80°C - On-Off device

P/N Inlet Outlet Weight
gr oz

30.6260.00 1/2" Bsp F Swivel - AISI 303 1/2" Bsp F - PP 440 15,52 10

Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Material PA+PP+FG
Pin AISI 303
Spring AISI 316
Seals Material Epdm
Casing Colour Blue
Trigger Colour Grey

LS1 Foam Lance Low Pressure

P/N Inlet Weight
gr oz

15.0100.01 1/2" Bsp M 265 9,35 10
Foam Lance with Venturi Injection Low Pressure

Seals Included, to assemble on the Gun
Working Pressure 3 - 6 bar 43.5 - 87 psi
Max Pressure 12 bar - 1,2 MPa 175 psi
Max Temperature 50 °C 120 °F
Material PP+FG

LS2-S Blue Foam Lance Low Pressure

P/N Type Inlet Diameter Material Type Weight
gr oz

15.0100.10 A 1/2" Bsp M - PP+FG 100 3,53 20
Foam Lance with Venturi Injection Low Pressure.
Suitable for Pneumatic Sprayers and Nebulizers.

13.0003.51 B - 1/2" x 3 mm PP 0,2 7,05 20
Seal to assemble on the Gun.

Working Pressure 6 - 15 bar 87 - 217 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
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LS2-H Black Foam Lance Low Pressure

P/N Type Inlet Diameter Material Type Weight
gr oz

15.0100.20 A 1/2" Bsp M - PP+FG 100 3,53 20
Foam Lance with Venturi Injection Low Pressure.
Suitable for use with Central Spraying and Sanitizing System.

13.0003.51 B - 1/2" x 3 mm PP 0,2 7,05 20
Seal to assemble on the Gun.

Working Pressure 2 - 15 bar 29 - 217 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F

Extension and Nozzle Holder Kit

P/N Type Lenght Tube Type Weight
mm in. gr oz

99.0300.01 A 300 11,81 Stainless Steel 109 3,85 10
99.0300.02 A 600 23,62 Stainless Steel 177 6,24 10
99.0300.03 A 750 29,52 Stainless Steel 219 7,73 10
99.0300.04 A 900 35,43 Stainless Steel 263 9,28 10
99.0301.01 C 600 23,62 Pvc 100 3,53 10
13.0003.65 B --- --- --- 10 0,35 10

Red Nozzle Holder - 1/2" Bsp M

Seals Included, to assemble on the Gun
Tube Straight
Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Inlet 1/2" Bsp M
Outlet 1/2" Bsp F

RB65 Gun - adjustable spray pattern - blue

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6400.00 1/2" Bsp F 60 16 925 32,6 10
Internal Parts: Brass

30.6425.00 1/2" Bsp F Swivel 60 16 1045 36,9 10
Internal Parts: Brass

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
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RB65 Gun - adjustable spray pattern - red

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6438.30 1/2" Bsp F 60 16 1045 36,9 10
Internal Parts : Brass + Stainless Steel Pin

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

RB65-350 Gun - 350 mm lance - adjustable spray pattern

P/N Colour Inlet Weight
gr oz

30.6465.00 Blue 1/2" Bsp F 2020 71,25 5
Internal Parts : Brass

30.6468.00 Red 1/2" Bsp F 2020 71,25 5
Internal Parts : Brass

Flow Rate 60 lt/min 16 USGpm
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Tube lenght 350 mm 13,8 in.

RB65 Gun - Aisi 316 adjustable spray pattern

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6300.00 1/2" Bsp F 60 16 914 32,25 1
Internal Parts: Stainless Steel Aisi 316

30.6310.00 1/2" Bsp F Swivel 60 16 1027 36,25 1
Internal Parts: Stainless Steel Aisi 316

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

RB65 Gun - adjustable spray pattern- 100 l/min

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6440.00 1/2" Bsp F 100 26,5 925 32,6 10
Internal Parts: Brass

30.6445.00 1/2" Bsp F Swivel 100 26,5 1045 36,9 10
Internal Parts: Brass

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
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RB65 Gun - on-off device

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6450.00 1/2" Bsp F 100 26,5 925 32,6 10
Internal Parts: Brass - On/Off Opening Device

30.6453.00 1/2" Bsp F Swivel 100 26,5 1045 36,9 10
Internal Parts: Brass - On/Off Opening Device

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

Extension RB 65 with on-off device

P/N Lenght Inlet Outlet Weight
mm in. gr oz

30.6456.40 400 15,7 1/2" Bsp M 1/2" Bsp F 500 17,6 1
30.6456.80 800 31,4 1/2" Bsp M 1/2" Bsp F 970 34,1 1

Max Pressure 24 bar - 2,4 MPa 350 psi
Flow Rate 100 lt/min 26,5 USGpm
Max Temperature 43 °C 109 °F
Material SS

RB65 - Couplings

P/N Outlet Flow-rate Weight
lt/min USGpm gr oz

30.6480.00 1/2" Bsp M 100 26,5 121 4,28 5
30.6430.00 H.Barb Ø13mm 60 16 121,5 4,28 10

Inlet 1/2" Bsp F Swivel
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Main body Brass

CT Top Spray Gun 1 - Adjustable Nozzle

P/N Inlet Seat Main body Weight
gr oz

15.0600.02 1/4" Bsp F SS Brass 327 11,53 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Maxi - Adj., Brass
Spraying Pattern Adjustable Cone
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CT Top Spray Gun 2 - Adjustable Head

P/N Inlet Seat Main body Weight
gr oz

15.0600.04 Swiv. H.Barb Ø13mm brass SS Brass 420 14,82 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Adj. Head - Pencil to Cone
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TW1-V -VITON- Two-Detergents Lance - Nozzle Holder

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0008.00 --- --- GAS 345 12,15 10
15.0008.30 --- --- NPT 345 12,15 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts SS
Seals VITON
Nozzle Nozzle Holder

TW1-V -VITON- Two-Detergents Lance - Cone / Flat-Fan Nozzle

P/N Ø Nozzle Inlet Weight
gr oz

15.0008.01 Fan 1.1mm + Cone 1.2mm GAS 350 12,35 10
15.0008.31 Fan 1.1mm + Cone 1.2mm NPT 350 12,35 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts SS
Seals VITON
Nozzle Flat: plast + Cone: SS
Flow Rate Vent. 03 - Cono 035

TW1-E -EPDM- Two-Detergents Lance - Nozzle Holder

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0008.50 --- --- GAS 345 12,15 10
15.0008.80 --- --- NPT 345 12,15 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts Aisi 316
Seals EPDM
Nozzle Nozzle Holder
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TW1-E -EPDM- Two-Detergents Lance - Cone / Flat-Fan Nozzle

P/N Ø Nozzle Inlet Weight
gr oz

15.0008.51 Fan 1.1mm + Cone 1.2mm GAS 350 12,35 10
15.0008.81 Fan 1.1mm + Cone 1.2mm NPT 350 12,35 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts Aisi 316
Seals EPDM
Nozzle Flat: plast + Cone: SS
Flow Rate Vent. 03 - Cono 035

DOUBLE COILED HOSE for TW1

P/N Lenght Diameter Weight
gr oz

2.0080.31 10 mt. 8 x 5 mm 2000 70,54 1

SWIVEL FITTING HOSE BARB with SPRING for TW1

P/N Inlet Outlet Weight
gr oz

2.0010.08 1/4" Bsp M H.Barb Ø6mm 70 2,47 2

INLET COUPLING for TW1

P/N Inlet Outlet Weight
gr oz

2.0010.07 1/8"M 1/4"F 20 0,7 2
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CP210 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.12 --- --- 161 5,68 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 210 mm 8,27 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP600 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.00 --- --- 231 8,15 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP600 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.01 0,9 mm 02 236 8,32 50
15.0006.02 1,1 mm 03 236 8,32 50
15.0006.03 1,3 mm 04 236 8,32 50
15.0006.04 1,4 mm 045 236 8,32 50
15.0006.05 1,6 mm 06 236 8,32 50
15.0006.06 1,8 mm 08 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern
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CP600 PVC - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.51 1,0 mm 025 236 8,32 50
15.0006.52 1,2 mm 035 236 8,32 50
15.0006.53 1,5 mm 05 236 8,32 50
15.0006.54 1,8 mm 06 236 8,32 50
15.0006.55 2,0 mm 08 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle SS Cone Pattern

CP600 PVC - Adjustable Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.56 1,5 mm Adjustable 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Mini - Adj., Brass
Spraying Pattern Adjustable Cone

CP1200 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.00 --- --- 317 11,18 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder
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CP1200 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.01 0,9 mm 02 322 11,35 20
15.0012.02 1,1 mm 03 322 11,35 20
15.0012.03 1,3 mm 04 322 11,35 20
15.0012.04 1,4 mm 045 322 11,35 20
15.0012.05 1,6 mm 06 322 11,35 20
15.0012.06 1,8 mm 08 322 11,35 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern

CP1200 PVC - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.51 1,0 mm 025 322 11,35 20
15.0012.52 1,2 mm 035 322 11,35 20
15.0012.53 1,5 mm 05 322 11,35 20
15.0012.54 1,8 mm 06 322 11,35 20
15.0012.55 2,0 mm 08 322 11,35 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle SS Cone Pattern
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CPA600 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.20 --- --- 231 8,15 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Nozzle Holder

CPA600 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.21 0,9 mm 02 236 8,32 50
15.0006.22 1,1 mm 03 236 8,32 50
15.0006.23 1,3 mm 04 236 8,32 50
15.0006.24 1,4 mm 045 236 8,32 50
15.0006.25 1,6 mm 06 236 8,32 50
15.0006.26 1,8 mm 08 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA1200 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.20 --- --- 317 11,18 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Nozzle Holder
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CPA1200 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.21 0,9 mm 02 322 11,35 20
15.0012.22 1,1 mm 03 322 11,35 20
15.0012.23 1,3 mm 04 322 11,35 20
15.0012.24 1,4 mm 045 322 11,35 20
15.0012.25 1,6 mm 06 322 11,35 20
15.0012.26 1,8 mm 08 322 11,35 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern
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CP600 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0206.00 --- --- 308 10,86 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP600 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0206.01 0,9 mm 02 313 11 50
15.0206.02 1,1 mm 03 313 11 50
15.0206.03 1,3 mm 04 313 11 50
15.0206.04 1,4 mm 045 313 11 50
15.0206.05 1,6 mm 06 313 11 50
15.0206.06 1,8 mm 08 313 11 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern

CP600 INOX - Stainless Steel - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0206.51 1,0 mm 025 313 11 50
15.0206.52 1,2 mm 035 313 11 50
15.0206.53 1,5 mm 05 313 11 50
15.0206.54 1,8 mm 06 313 11 50
15.0206.55 2,0 mm 08 313 11 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle SS Cone Pattern
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CP750 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0207.00 --- --- 350 12,34 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP750 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0207.01 0,9 mm 02 355 12,5 50
15.0207.02 1,1 mm 03 355 12,5 50
15.0207.03 1,3 mm 04 355 12,5 50
15.0207.04 1,4 mm 045 355 12,5 50
15.0207.05 1,6 mm 06 355 12,5 50
15.0207.06 1,8 mm 08 355 12,5 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern

CP750 INOX - Stainless Steel - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0207.51 1,0 mm 025 355 12,5 50
15.0207.52 1,2 mm 035 355 12,5 50
15.0207.53 1,5 mm 05 355 12,5 50
15.0207.54 1,8 mm 06 355 12,5 50
15.0207.55 2,0 mm 08 355 12,5 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle SS Cone Pattern
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CP900 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0209.00 --- --- 394 13,9 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP900 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0209.01 0,9 mm 02 399 14 50
15.0209.02 1,1 mm 03 399 14 50
15.0209.03 1,3 mm 04 399 14 50
15.0209.04 1,4 mm 045 399 14 50
15.0209.05 1,6 mm 06 399 14 50
15.0209.06 1,8 mm 08 399 14 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern

CP900 INOX - Stainless Steel - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0209.51 1,0 mm 025 399 14 50
15.0209.52 1,2 mm 035 399 14 50
15.0209.53 1,5 mm 05 399 14 50
15.0209.54 1,8 mm 06 399 14 50
15.0209.55 2,0 mm 08 399 14 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle SS Cone Pattern
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CP1500 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0150.01 1,1 mm 03 710 25 10

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 1500 mm 59 in.
Tube Stainless Steel
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern
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CPA300 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0213.00 --- --- 240 8,5 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 300 mm 11,8 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Nozzle Holder

CPA300 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0213.02 1,1 mm 03 240 8,5 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 300 mm 11,8 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA600 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0216.00 --- --- 308 10,86 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Nozzle Holder



Spraying Lances - Grey Trigger + SS Tube
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CPA600 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0216.07 0,6 mm 01 313 11 50
15.0216.01 0,9 mm 02 313 11 50
15.0216.02 1,1 mm 03 313 11 50
15.0216.03 1,3 mm 04 313 11 50
15.0216.04 1,4 mm 045 313 11 50
15.0216.05 1,6 mm 06 313 11 50
15.0216.06 1,8 mm 08 313 11 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA600 INOX - Stainless Steel - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0216.51 1,0 mm 025 313 11 50
15.0216.52 1,2 mm 035 313 11 50
15.0216.53 1,5 mm 05 313 11 50
15.0216.54 1,8 mm 06 313 11 50
15.0216.55 2,0 mm 08 313 11 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle SS Cone Pattern

CPA750 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0217.00 --- --- 350 12,34 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Nozzle Holder



Spraying Lances - Grey Trigger + SS Tube
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CPA750 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0217.01 0,9 mm 02 355 12,5 50
15.0217.02 1,1 mm 03 355 12,5 50
15.0217.03 1,3 mm 04 355 12,5 50
15.0217.04 1,4 mm 045 355 12,5 50
15.0217.05 1,6 mm 06 355 12,5 50
15.0217.06 1,8 mm 08 355 12,5 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA750 INOX - Stainless Steel - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0217.51 1,0 mm 025 355 12,5 50
15.0217.52 1,2 mm 035 355 12,5 50
15.0217.53 1,5 mm 05 355 12,5 50
15.0217.54 1,8 mm 06 355 12,5 50
15.0217.55 2,0 mm 08 355 12,5 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle SS Cone Pattern

CPA900 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0219.00 --- --- 394 13,9 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Nozzle Holder



Spraying Lances - Grey Trigger + SS Tube
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CPA900 INOX - Stainless Steel - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0219.01 0,9 mm 02 399 14 50
15.0219.02 1,1 mm 03 399 14 50
15.0219.03 1,3 mm 04 399 14 50
15.0219.04 1,4 mm 045 399 14 50
15.0219.05 1,6 mm 06 399 14 50
15.0219.06 1,8 mm 08 399 14 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA900 INOX - Stainless Steel - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0219.51 1,0 mm 025 399 14 50
15.0219.52 1,2 mm 035 399 14 50
15.0219.53 1,5 mm 05 399 14 50
15.0219.54 1,8 mm 06 399 14 50
15.0219.55 2,0 mm 08 399 14 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle SS Cone Pattern

CPA1100 INOX - Stainless Steel - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0211.00 --- --- 450 15,99 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1100 mm 43,31 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Nozzle Holder



Foam Lances with Venturi Injection Low Pressure
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LS1 Foam Lance Low Pressure

P/N Inlet Weight
gr oz

15.0100.01 1/2" Bsp M 265 9,35 10
Foam Lance with Venturi Injection Low Pressure

Seals Included, to assemble on the Gun
Working Pressure 3 - 6 bar 43,5 - 87 psi
Max Pressure 12 bar - 1,2 MPa 175 psi
Max Temperature 50 °C 120 °F
Material PP+FG

LS2-S Blue Foam Lance Low Pressure

P/N Type Inlet Diameter Material Type Weight
gr oz

15.0100.10 A 1/2" Bsp M - PP+FG 100 3,53 20
Foam Lance with Venturi Injection Low Pressure.
Suitable for Pneumatic Sprayers and Nebulizers.

13.0003.51 B - 1/2" x 3 mm PP 0,2 7,05 20
Seal to assemble on the Gun.

Working Pressure 6 - 15 bar 87 - 217 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F

LS2-H Black Foam Lance Low Pressure

P/N Type Inlet Diameter Material Type Weight
gr oz

15.0100.20 A 1/2" Bsp M - PP+FG 100 3,53 20
Foam Lance with Venturi Injection Low Pressure.
Suitable for use with Central Spraying and Sanitizing System.

13.0003.51 B - 1/2" x 3 mm PP 0,2 7,05 20
Seal to assemble on the Gun.

Working Pressure 2 - 15 bar 29 - 217 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F



Foam Lances for Compressed Air
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CPM300 INOX - Stainless Steel - Foam Nozzle

P/N Nozzle Size Weight
gr oz

15.0215.01 9,8 l/min - 3 bar 260 9,17 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 300 mm 11,8 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle

CPM600 INOX - Stainless Steel - Foam Nozzle

P/N Nozzle Size Weight
gr oz

15.0215.02 9,8 l/min - 3 bar 333 11,75 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle

CPM750 INOX - Stainless Steel - Foam Nozzle

P/N Nozzle Size Weight
gr oz

15.0215.04 9,8 l/min - 3 bar 370 13,05 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle

CPM900 INOX - Stainless Steel - Foam Nozzle

P/N Nozzle Size Weight
gr oz

15.0215.03 9,8 l/min - 3 bar 419 14,77 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 900 mm 35,4 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle



Foam Lances for Compressed Air
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CPA600 INOX - Stainless Steel + foam head TSC1-04

P/N Nozzle Size Weight
gr oz

15.0216.31 04 350 12,35 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle TSC1-04

CPA750 INOX - Stainless Steel + foam head TSC1-04

P/N Nozzle Size Weight
gr oz

15.0217.31 04 390 13,75 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,50 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle TSC1-04

CPMT ECO 2000 INOX Stainless Steel - Telescopic - Foam Nozzle

P/N Nozzle Size Weight
gr oz

15.0050.01 9,8 l/min - 3 bar 815 28,75 15

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle

CPMT 2000 INOX Stainless Steel - Telescopic - Foam Nozzle

P/N Nozzle Size Inlet Weight
gr oz

15.0020.23 9,8 l/min - 3 bar 1/2" Bsp F 1010 35,63 15
15.0020.24 9,8 l/min - 3 bar 1/2"Npt F 1010 35,63 15

Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle



Weeping Lances
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CPA600 SP INOX Stainless Steel Constant Weeping - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0226.00 --- --- 308 10,86 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Green Trigger
Nozzle Nozzle Holder

CPA600 SP INOX - Stainless Steel - Constant Weeping - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0226.02 1,1 mm 03 313 11,04 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Stainless Steel
Gun Universal Green Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA750 SP INOX - Stainless Steel Constant Weeping - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0227.00 --- --- 350 12,34 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Green Trigger
Nozzle Nozzle Holder

CPA750 SP INOX - Stainless Steel Constant Weeping - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0227.02 1,1 mm 03 355 12,52 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Green Trigger
Nozzle Plastic - Flat-Fan Pattern



Weeping Lances
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CPA750 SP INOX - Stainless Steel Constant Weeping - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0227.11 0,7 mm 01 360 12,7 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 750 mm 29,5 in.
Tube Stainless Steel
Gun Universal Green Trigger
Nozzle SS Cone Pattern for Rims



Car Repair Shop
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WP - Gun for windshield liquid transfer

P/N Inlet/Outlet Weight
gr oz

15.0006.17 1/2" F Bsp - 1/2" M Bsp 170 6 20

Inlet 1/2" Bsp F
Flow Rate 70 lt/min 18,5 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 195 mm 7,67 in.
Tube Pvc
Gun Universal Grey Trigger

WP Couplings

P/N Outlet Flow-rate Weight
lt/min USGpm gr oz

30.6480.00 1/2" Bsp M 100 26,5 121 4,28 5
30.6430.00 H.Barb Ø13mm 60 16 121 4,28 10

Inlet 1/2" Bsp F Swivel
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Main body Brass

WP 1 - Gun for windshield liquid transfer

P/N Inlet/Outlet Weight
gr oz

15.0201.10 1/2" F Bsp - 1/2" M Bsp 180 6,35 20

Inlet 1/4" Bsp F
Flow Rate 70 lt/min 18,5 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 100 mm 3,93 in.
Tube Stainless Steel
Gun Universal Red Trigger



Dairy Farms
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ZP - Gun for sterilization - dairy farms

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0201.00 --- --- 220 7,76 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 130 mm 5,12 in.
Tube Stainless Steel
Gun Universal Grey Trigger
Nozzle Nozzle Holder

ZP Couplings

P/N Outlet Flow-rate Weight
lt/min USGpm gr oz

30.6480.00 1/2" Bsp M 100 26,5 121 4,28 5
30.6430.00 H.Barb Ø13mm 60 16 121 4,28 10

Inlet 1/2" Bsp F Swivel
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Main body Brass

Stainless Steel Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

2.0150.58 0,7 mm 01 8 0,28 50

Main body SS
Spraying Pattern Cone
Spraying Angle 70°

Nozzle Strainer

P/N Net Material Type Weight
Mesh µm gr oz

2.0151.01 50 300 SS 0,3 0,01 50

Seals VITON

TSC1-04 Foam Head

P/N Nozzle Size Inlet Weight
gr oz

15.0200.01 40 1/2" M 25 0,88 20

Main body PP + FG
Spraying Pattern Flat-Fan



Dairy Farms
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TSC2-04 SUPER Foam Head

P/N Nozzle Size Inlet Weight
gr oz

15.0200.11 40 1/2" M 25 0,88 20

Working Pressure 3 - 6 bar 43,5 - 87 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Main body PP + FG
Spraying Pattern Flat-Fan
Colour Red

Stainless Steel Cone Nozzle + Seal Ring + Conveyor

P/N Ø Nozzle Nozzle Size Weight
gr oz

2.0150.51 1,0 mm 025 0,8 0,02 50
2.0150.52 1,2 mm 035 0,8 0,02 50
2.0150.53 1,5 mm 05 0,8 0,02 50
2.0150.54 1,8 mm 06 0,8 0,02 50
2.0150.55 2,0 mm 08 0,8 0,02 50
2.0151.03 --- --- 0,2 0,01 50
PP Seal for Cone Nozzle

2.0151.02 --- --- 1,5 0,05 50
Stainless Steel Conveyor for Cone Nozzle

Main body SS
Seals PP
Spraying Pattern Cone
Max Pressure 25 bar - 2,5 MPa 363 psi



Telescopic Lances
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CPTP 365+200 PVC - Telescopic - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0060.01 --- --- 260 9,17 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 7 bar - 0,7 MPa 100 psi
Max Temperature 50 °C 120 °F
Tube lenght 365+200 mm 14,4+7,9 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CPTP 900+900 PVC - Telescopic - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0070.00 --- --- 570 20,1 15

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 7 bar - 0,7 MPa 100 psi
Max Temperature 50 °C 120 °F
Tube lenght 900+900 mm 35,4+35,4 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Nozzle Holder

CPTP 900+900 PVC - Telescopic - Adjustable Nozzle

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0060.56 1,5 mm Adjustable 1/2" Bsp F 570 20,1 15
15.0060.57 1,5 mm Adjustable 1/2"Npt F 570 20,1 15

Flow Rate 30 lt/min 8 USGpm
Max Pressure 7 bar - 0,7 MPa 100 psi
Max Temperature 50 °C 120 °F
Tube lenght 900+900 mm 35,4+35,4 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Mini - Adj., Brass
Spraying Pattern Adjustable Cone



Telescopic Lances
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CPT 2000 OTTONE Brass Telescopic - Adjustable Nozzle

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0020.21 1,5 mm Adjustable 1/2" Bsp F 1000 35,3 15
15.0020.22 1,5 mm Adjustable 1/2"Npt F 1000 35,3 15

Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Brass
Gun Universal Blue Trigger
Nozzle Mini - Adj., Brass
Spraying Pattern Adjustable Cone

CPMT ECO 2000 INOX Stainless Steel - Telescopic - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0050.00 --- --- 795 28 15

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Nozzle Holder

CPMT ECO 2000 INOX Stainless Steel - Telescopic - Foam Nozzle

P/N Nozzle Size Weight
gr oz

15.0050.01 9,8 l/min - 3 bar 815 28,75 15

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle



Telescopic Lances
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CPMT 2000 INOX Stainless Steel - Telescopic - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0030.00 --- --- 985 34,74 15

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Nozzle Holder

CPMT 2000 INOX Stainless Steel - Telescopic - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0030.01 0,9 mm 02 1/2" Bsp F 990 34,9 15
15.0030.02 1,1 mm 03 1/2" Bsp F 990 34,9 15
15.0030.03 1,3 mm 04 1/2" Bsp F 990 34,9 15
15.0030.04 1,4 mm 045 1/2" Bsp F 990 34,9 15
15.0030.05 1,6 mm 06 1/2" Bsp F 990 34,9 15
15.0030.06 1,8 mm 08 1/2" Bsp F 990 34,9 15
15.0040.01 0,9 mm 02 1/2"Npt F 990 34,9 15
15.0040.02 1,1 mm 03 1/2"Npt F 990 34,9 15
15.0040.03 1,3 mm 04 1/2"Npt F 990 34,9 15
15.0040.04 1,4 mm 045 1/2"Npt F 990 34,9 15
15.0040.05 1,6 mm 06 1/2"Npt F 990 34,9 15
15.0040.06 1,8 mm 08 1/2"Npt F 990 34,9 15

Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic - Flat-Fan Pattern

CPMT 2000 INOX Stainless Steel - Telescopic - Foam Nozzle

P/N Nozzle Size Inlet Weight
gr oz

15.0020.23 9,8 l/min - 3 bar 1/2" Bsp F 1010 35,63 15
15.0020.24 9,8 l/min - 3 bar 1/2"Npt F 1010 35,63 15

Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 2000 mm 78,7 in.
Tube Stainless Steel
Gun Universal BrownTrigger
Nozzle Plastic Foam Nozzle



CT TOP SPRAY Lances
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CT TOP SPRAY GUN 1 - Adjustable Nozzle

P/N Inlet Seat Main body Weight
gr oz

15.0600.02 1/4" Bsp F PA66 Brass 327 11,53 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Maxi - Adj., Brass
Spraying Pattern Adjustable Cone

CT TOP SPRAY GUN 2 - Adjustable Head

P/N Inlet Seat Main body Weight
gr oz

15.0600.04 Swiv. H.Barb Ø13mm brass PA66 Brass 420 14,82 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Adj. Head - Pencil to Cone

CT TOP SPRAY LANCE 200 PVC - Adjustable Nozzle

P/N Inlet Seat Main body Weight
gr oz

15.0600.03 1/4" Bsp F PA66 Brass 308,5 10,88 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Mini - Adj., Brass
Spraying Pattern Adjustable Cone

CT TOP SPRAY LANCE 500 INOX - Stainless Steel - Nozzle Holder

P/N Inlet Seat Main body Weight
gr oz

15.0600.01 1/4" Bsp F PA66 Brass 428 15,1 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Nozzle Holder



Spraying Nozzles
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Flat-Fan Nozzle - Plastic - 110°

P/N Nozzle Size Ø Nozzle Colour Weight
gr oz

2.0150.07 01 0,6 mm Orange 1 0,05 50
2.0150.01 02 0,9 mm Yellow 1 0,05 50
2.0150.02 03 1,1 mm Blue 1 0,05 50
2.0150.03 04 1,3 mm Red 1 0,05 50
2.0150.04 045 1,4 mm Brown 1 0,05 50
2.0150.05 06 1,6 mm Grey 1 0,05 50
2.0150.06 08 1,8 mm White 1 0,05 50

Main body POM
Spraying Pattern Flat-Fan
Spraying Angle 110°
Max Pressure 15 bar - 1,5 MPa 217 psi

Flat-Fan Nozzle - Plastic - 80°

P/N Nozzle Size Ø Nozzle Colour Weight
gr oz

2.0160.01 02 0,9 mm Yellow 1 0,05 50
2.0160.02 03 1,1 mm Blue 1 0,05 50
2.0160.03 04 1,3 mm Red 1 0,05 50
2.0160.04 045 1,4 mm Brown 1 0,05 50
2.0160.05 06 1,6 mm Grey 1 0,05 50
2.0160.06 08 1,8 mm White 1 0,05 50

Main body POM
Spraying Pattern Flat-Fan
Spraying Angle 80°
Max Pressure 15 bar - 1,5 MPa 217 psi

Flat-Fan Nozzle - Brass

P/N Ø Nozzle Nozzle Size Weight
gr oz

2.0150.12 1,1 mm 03 7 0,25 10

Main body Brass
Spraying Pattern Flat-Fan
Spraying Angle 110°
Max Pressure 25 bar - 2,5 MPa 363 psi

Flat-Fan Nozzle - Stainless Steel

P/N Ø Nozzle Nozzle Size Weight
gr oz

2.0150.22 1,1 mm 03 7 0,25 10

Main body SS
Spraying Pattern Flat-Fan
Spraying Angle 110°
Max Pressure 25 bar - 2,5 MPa 363 psi



Spraying Nozzles
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Stainless Steel Cone Nozzle + Seal Ring + Conveyor

P/N Ø Nozzle Nozzle Size Weight
gr oz

2.0150.51 1,0 mm 025 0,8 0,02 50
2.0150.52 1,2 mm 035 0,8 0,02 50
2.0150.53 1,5 mm 05 0,8 0,02 50
2.0150.54 1,8 mm 06 0,8 0,02 50
2.0150.55 2,0 mm 08 0,8 0,02 50
2.0151.03 --- --- 0,2 0,01 50
PP Seal for Cone Nozzle

2.0151.02 --- --- 1,5 0,05 50
Stainless Steel Conveyor for Cone Nozzle

Main body SS
Seals PP
Spraying Pattern Cone
Max Pressure 25 bar - 2,5 MPa 363 psi

Stainless Steel Cone Nozzle for Rims

P/N Ø Nozzle Nozzle Size Weight
gr oz

2.0150.58 0,7 mm 01 8 0,28 50

Main body SS
Spraying Pattern Cone
Spraying Angle 70°

Nozzle Strainer

P/N Net Material Type Weight
Mesh µm gr oz

2.0151.01 50 300 SS 0,3 0,01 50

Seals VITON

Adjustable Cone Nozzle - Brass

P/N Ø Nozzle Inlet Weight
gr oz

2.0150.56 1,5 mm Ø12mm x 19 thread/inch 24 0,85 20
Nozzle Type: MINI

99.0003.14 1,2 mm 1/4" Bsp M 43,2 1,52 20
Nozzle Type: MAXI

99.0003.15 1,9 mm Unthreaded 36,5 1,29 20
Nozzle Type: KNURLED

Main body Brass
Spraying Pattern Adjustable Cone
Flow Rate Adjustable
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Foam Nozzle - Plastic

P/N Nozzle Size Weight
gr oz

13.0003.80 9,8 l/min - 3 bar 3 0,11 50

Main body PPS+FG
Spraying Pattern Flat-Fan
Spraying Angle 60°
Max Pressure 15 bar - 1,5 MPa 217 psi

Super Foam Nozzle - Plastic

P/N Nozzle Size Weight
gr oz

13.0003.82 16.8 l/min - 3 bar 3 0,11 50

Main body PPS+FG
Spraying Pattern Flat-Fan
Spraying Angle 55°
Max Pressure 15 bar - 1,5 MPa 217 psi

TSC1-04 Foam Head

P/N Nozzle Size Inlet Weight
gr oz

15.0200.01 40 1/2" M 25 0,88 20

Working Pressure 3 - 6 bar 43,5 - 87 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Main body PP + FG
Spraying Pattern Flat-Fan
Colour Black

TSC2-04 SUPER Foam Head

P/N Nozzle Size Inlet Weight
gr oz

15.0200.11 40 1/2" M 25 0,88 20

Working Pressure 3 - 6 bar 43,5 - 87 psi
Max Pressure 15 bar - 1,5 MPa 217 psi
Main body PP + FG
Spraying Pattern Flat-Fan
Colour Red
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FI-1 - Inlet Filter for UNIVERSAL Gun

P/N Hole Measure Weight
mm in gr oz

13.0003.46 18,2 0,72 2,5 0,09 50

Max Pressure 40 bar - 4 MPa 580 psi
Flow Rate 70 lt/min 18,5 USGpm
Max Temperature 60 °C 140 °F
Strainer 25 Mesh 700 µm
Main body PP + FG
Gun Universal

Intake Strainer with Brass Weight

P/N Hose Barb Main body Weight Weight
mm in gr oz

28.1010.00 5 / 7 0,19 / 0,27 PP Brass 20 0,7 50

Max Temperature 40 °C 104 °F
Strainer 51 Mesh 355 µm

Intake Strainer with Brass Weight and Check Valve

P/N Hose Barb Main body Weight Weight
mm in gr oz

28.1000.00 5 / 7 0,19 / 0,27 PP Brass 20 0,7 50

Check Valve Yes
Max Temperature 40 °C 104 °F
Strainer 51 Mesh 355 µm

Intake Strainer with Stainless Steel Weight

P/N Hose Barb Main body Weight Weight
mm in gr oz

28.1010.30 5 / 7 0,19 / 0,27 PP SS 20 0,7 10

Max Temperature 40 °C 104 °F
Strainer 51 Mesh 355 µm

Intake Strainer with Stainless Steel Weight and Check Valve

P/N Hose Barb Main body Weight Weight
mm in gr oz

28.1000.30 5 / 7 0,19 / 0,27 PP SS 20 0,7 10

Check Valve Yes
Max Temperature 40 °C 104 °F
Strainer 51 Mesh 355 µm
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Fsr- Plastic Chemical Strainer

P/N Hose Barb Main body Weight Weight
mm in gr oz

28.1045.00 6 / 8 0,24 / 0,32 PP Brass 20 0,7 25

Flow Rate 1,5 lt/min 0,4 USGpm
Max Temperature 40 °C 104 °F
Strainer 51 Mesh 355 µm

Fsr- Plastic chemical strainer with check valve

P/N Hose Barb Main body Weight Weight
mm in gr oz

28.1035.00 6 / 8 0,24 / 0,32 PP Brass 22 0,77 25

Check Valve Yes
Flow Rate 1,5 lt/min 0,4 USGpm
Max Temperature 40 °C 104 °F
Strainer 51 Mesh 355 µm

F 8 - Plastic suction strainer

P/N Inlet/Outlet Net Weight
Mesh µm gr oz

28.0380.00 1/2"Bsp FF 46 300 121,5 4,29 20
28.0380.15 1/2"Bsp FF 100 150 121,5 4,29 20
28.0390.00 3/4" Bsp FF 46 300 124 4,37 20
28.0390.15 3/4" Bsp FF 100 150 124 4,37 20

Working Pressure 10 bar - 1 MPa 145 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 40 °C 105 °F
Strainer Material Stainless Steel Aisi 304
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SLP - PE Lance holder

P/N Material Type Colour Weight
gr oz

28.3230.00 PE Blue 1290 35,27 2
28.3230.30 PE Grey 1290 35,27 2

VP - PE Brush Tank

P/N Material Type Colour Weight
gr oz

28.3270.00 PE Blue 3400 120 1
28.3270.30 PE Grey 3400 120 1

Length 424 mm 16,7 inch
Width 197 mm 7,76 inch
Height 585 mm 23,03 inch

BL - Lance Holder

P/N Main body Max Temp. Weight
°C °F gr oz

13.0003.70 PP + FG 60 140 17 0,6 50

To be used as socket holder for lance.

Couplings and Hose Barbs 1/2" - UNIVERSAL / RB65

P/N Main body Inlet Outlet Weight
gr oz

2.0010.01 Nick.-Pl. Brass 1/2" M Pipe Ø10×8mm 51 1,8 10
2.0010.02 Nick.-Pl. Brass 1/2" M Pipe Ø12×10mm 54,5 1,9 10
13.0003.44 PA6 1/2" M H.Barb Ø10mm 9 0,3 50
13.0003.38 PP 1/2" M H.Barb Ø13mm 9 0,3 50
2.0090.14 PP 1/2" M H.Barb Ø15mm 8 0,28 50
13.0003.37 PP 1/2" M 1/4"M 7 0,25 50
12.0010.18 Brass 1/2" M 1/4"M 49,3 1,74 10
2.0090.15 PP 1/2" M 1/2"M 11,5 0,4 50
13.0003.60 PP 1/2" M 1/4"F 6 0,2 50
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Ring Nut for Bayonet Coupling - UNIVERSAL / RB65

P/N Main body Inlet Outlet Weight
gr oz

2.0010.11 Nick.-Pl. Brass 1/4" Bsp F QC 15 0,53 50

Seal for 1/2" Coupling - UNIVERSAL / RB65

P/N Material Type Diameter Weight
gr oz

13.0003.50 PP 1/2" 0,2 7,05 50

Couplings and Hose Barbs 3/8"

P/N Main body Inlet Outlet Weight
gr oz

2.0090.23 PP 3/8"M H.Barb Ø11mm 4,5 0,16 50
2.0090.17 PP 3/8"M 1/4"F 3,5 0,12 50

Seal for 3/8" Coupling

P/N Material Type Diameter Weight
gr oz

2.0151.03 PP 3/8" 0,2 0,01 50

Couplings and Hose Barbs - UNIVERSAL / RB65

P/N Main body Inlet Outlet Weight
gr oz

30.6480.00 Brass 1/2" M 1/2"F 121,5 4,3 5
SW65 - Ball-Swivel

30.6430.00 Brass 1/2" M H.Barb Ø13mm 100 3,53 10
Ball-Bearing Swivel

Max Pressure 24 bar - 2,4 MPa 350 psi
Flow Rate 60-100 lt/min 16-26,5 USGpm
Max Temperature 90 °C 195 °F

NPT-Couplings - UNIVERSAL / RB65

P/N Main body Inlet Outlet Weight
gr oz

12.0010.12 Brass 1/2"Npt F 1/2" Bsp M 55,4 1,95 1
12.0010.16 SS 1/2"Npt F 1/2" Bsp M 52,2 1,84 1
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CT80 - Mechanical Flow-Meter w/ Brass Couplings

P/N Inlet/Outlet Reading Weight
gr oz

15.0005.01 1"Bsp FF Liters 1342 47,3 12
15.0005.02 1"Bsp FF Liters 1342 47,3 12

No Logo on Screen

15.0005.11 3/4" Bsp FF Liters 1350 47,6 12
15.0005.12 3/4" Bsp FF Liters 1350 47,6 12

No Logo on Screen

15.0005.21 1" Npt FF Liters 1342 47,3 12
No Logo on Screen

15.0005.22 1" Npt FF Gallons 1342 47,3 12
No Logo on Screen

15.0005.23 1"Bsp FF Gallons 1342 47,3 12
No Logo on Screen

15.0005.31 3/4" Npt FF Liters 1350 47,6 12
No Logo on Screen

15.0005.32 3/4" Npt FF Gallons 1350 47,6 12
No Logo on Screen

15.0005.33 3/4" Bsp FF Gallons 1350 47,6 12
No Logo on Screen

Flow Rate 20 - 80 lt/min 5 - 21 USGpm
Max Pressure 0,1 - 3,5 bar 1,45 - 51 psi
Max Temperature 50 °C 120 °F
Accuracy ±1%
Resettable Partial 999 lt. 999 Usg.
Unresettable Total 999999 lt. 999999 Usg.
Fittings Brass
Main body PP + FG
Counting Chamber PPS
Seals VITON
Inner Parts SS

CT80 - Mechanical Nylon Flow-Meter w/ Brass Couplings

P/N Inlet/Outlet Reading Weight
gr oz

15.0005.61 1"Bsp FF Liters 1250 44 12

Flow Rate 20 - 80 lt/min 5 - 21 USGpm
Max Pressure 0,1 - 3,5 bar 1,45 - 51 psi
Max Temperature 50 °C 120 °F
Accuracy ±1%
Resettable Partial 999 lt. 999 Usg.
Unresettable Total 999999 lt. 999999 Usg.
Fittings Brass
Main body PA66 Nylon
Counting Chamber PPS
Seals VITON
Inner Parts SS
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CT80 - Mechanical Flow-Meter w/ SS Couplings - UREA

P/N Inlet/Outlet Reading Weight
gr oz

15.0005.50 1"Bsp FF Liters 1342 47,3 12
No Logo on Screen

Flow Rate 20 - 80 lt/min 5 - 21 USGpm
Max Pressure 0,1 - 3,5 bar 1,45 - 51 psi
Max Temperature 50 °C 120 °F
Accuracy ±1%
Resettable Partial 999 lt. 999 Usg.
Unresettable Total 999999 lt. 999999 Usg.
Fittings SS
Main body PA66 Nylon
Counting Chamber PPS
Seals VITON
Inner Parts SS

CT80 - Mechanical Flow-Meter w/ Plastic Couplings

P/N Inlet/Outlet Reading Weight
gr oz

15.0005.07 1"Bsp FF Liters 1330 46,91 12
15.0005.15 3/4" Bsp FF Liters 1340 47,2 12
15.0005.24 1"Bsp FF Gallons 1330 46,91 12

No Logo on Screen

15.0005.34 3/4" Npt FF Liters 1340 47,2 12
No Logo on Screen

15.0005.35 3/4" Npt FF Gallons 1340 47,2 12
No Logo on Screen

15.0005.36 3/4" Bsp FF Gallons 1340 47,2 12
No Logo on Screen

Flow Rate 20 - 80 lt/min 5 - 21 USGpm
Max Pressure 0,1 - 3,5 bar 1,45 - 51 psi
Max Temperature 50 °C 120 °F
Accuracy ±1%
Resettable Partial 999 lt. 999 Usg.
Unresettable Total 999999 lt. 999999 Usg.
Fittings PP + FG
Main body PP + FG
Counting Chamber PPS
Seals NBR
Inner Parts SS
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CTE80 - Electronic Flow-Meter w/ Brass Couplings

P/N Inlet/Outlet Reading Weight
gr oz

15.0005.41 1"Bsp FF Liters 1330 46,9 12
15.0005.42 1" Npt FF Gallons 1330 46,9 12
15.0005.46 3/4" Bsp FF Liters 1350 47,6 12
15.0005.47 3/4" Npt FF Gallons 1350 47,6 12

Flow Rate 20 - 80 lt/min 5 - 21 USGpm
Max Pressure 0,1 - 3,5 bar 1,45 - 51 psi
Max Temperature 50 °C 120 °F
Accuracy ±1%
Resettable Partial 999,99 lt. 999,99 Usg.
Unresettable Total 99999x10 lt. 999999x10 Usg.
Fittings Brass
Main body PP + FG
Counting Chamber PPS
Seals VITON
Inner Parts SS
Supply 3 alkaline batteries "AA" - 1,5 Volt

CTE80 - Electronic Flow-Meter w/ SS couplings

P/N Inlet/Outlet Reading Weight
gr oz

15.0005.43 1"Bsp FF Liters 1330 46,91 12
15.0005.44 1"Bsp FF Liters 1330 46,91 12

No Logo on Screen

Flow Rate 20 - 80 lt/min 5 -21 USGpm
Max Pressure 0,1 - 3,5 bar 1,45 - 51 psi
Max Temperature 50 °C 120 °F
Accuracy ±1%
Resettable Partial 999,99 lt. 999,99 Usg.
Unresettable Total 99999x10 lt. 99999x10 Usg.
Fittings SS
Main body PP + FG
Counting Chamber PPS
Seals VITON
Inner Parts SS
Supply 3 alkaline batteries "AA" - 1,5 Volt

Preset - CTE80 - Electronic Flow-Meter

P/N Type Weight
gr oz

99.0005.13 Assembled 30 1,06 12
99.0005.14 To Be Assembled 30 1,06 1

This device allows to preset quantity of liquid that needs to be
transferred. When reaching setup llimit, an electric signal is activated.
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PAL80 - Aluminium Gun

P/N Inlet Weight
gr oz

15.0002.50 1" Swiv.nick-pl. brass 551 19,43 30
15.0002.61 Swiv.h.barb Ø20mm plast. 433 15,3 30
15.0002.62 Swiv.h.barb Ø25mm plast. 435 15,34 30

Max Temperature 50 °C 120 °F
Flow Rate 80 lt/min 21 USGpm
Seals NBR
Inner Parts Nick.Brass
Outlet Pipe Ø25mm
Trigger Lock Yes

PMP120 N - Black Plastic Gun

P/N Inlet O-Rings Weight
gr oz

15.0001.61 1"F fixed brass insert NBR 277 9,77 30
15.0001.71 1"F Swivel, plast. NBR 277 9,77 30
15.0001.72 1"F Swivel, plast. VITON 277 9,77 30
15.0001.76 Swiv.h.barb Ø20mm plast. NBR 277 9,77 30
15.0001.77 Swiv.h.barb Ø25mm plast. NBR 277 9,77 30

Max Temperature 50 °C 120 °F
Flow Rate 120 lt/min 31,70 USGpm
Inner Parts PP+FG + Galvanized Steel
Outlet Hose Ø29mm
Trigger Lock Yes

PMP90 UREA ADBLUE - Blue Plastic Gun

P/N Inlet Weight
gr oz

15.0001.81 1"F Swivel, plast. 270 9,52 30
15.0001.86 Swiv.h.barb Ø20mm plast. 270 9,52 30
15.0001.87 Swiv.h.barb Ø25mm plast. 270 9,52 30

Max Temperature 60 °C 140 °F
Flow Rate 90 lt/min 23,77 USGpm
Seals VITON
Inner Parts PA6+FG + Stainless Steel
Outlet Hose Ø18,8mm
Trigger Lock Yes
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PMP120 B - White Plastic Gun

P/N Inlet Weight
gr oz

15.0001.51 1"F Swivel, plast. 287 10,12 30
15.0001.56 Swiv.h.barb Ø20mm plast. 287 10,12 30
15.0001.57 Swiv.h.barb Ø25mm plast. 287 10,12 30

Max Temperature 50 °C 120 °F
Flow Rate 120 lt/min 31,70 USGpm
Seals VITON
Inner Parts PP+FG + Stainless Steel
Outlet Hose Ø29mm
Trigger Lock Yes

Automatic Gun

P/N Flow-rate Inlet Weight
lt/min USGpm gr oz

2.0370.01 60 16 1"F Swivel, brass 1500 52,9 1
2.0370.02 60 16 3/4"F fixed brass insert 1500 52,9 1
2.0380.01 80 21 1"F Swivel, brass 1712 60,4 1
2.0380.02 80 21 1"F fixed brass insert 1530 54 1
2.0390.01 120 32 1"F Swivel, brass 1765 62,25 1
2.0390.02 120 32 1"F fixed brass insert 1540 54,3 1

Max Temperature 60 °C 140 °F
Trigger Lock Yes

Swivels for Automatic Gun

P/N Type Inlet Outlet Weight
gr oz

2.0370.03 Swivel 1"F 3/4"M 215,5 7,6 1
2.0380.03 Swivel 1"F 1"M 253 8,9 1

Main body Brass
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CT TURTLE KIT 220V - 60 lt/min

P/N Cover Weight
gr oz

15.0500.26 Closed 17000 599,65 1

Volt 220
Flow Rate 60 lt/min 16 USGpm
Electric Pump P/N 2.0350.01
Gun Automatic 60 lt/min
Black Rubber 4 mt 157,5 inch
Intake Strainer Brass w/Check Valve
Accessories 3 Barbs + 4 Clamps

CT-KIT 220V Mobile - 60 lt/min

P/N Cover Gun Type Weight
gr oz

15.0500.01 Mobile PAL80 Alum. 15700 553,8 1
15.0500.05 Mobile Automatic 60 lt/min 16700 589,07 1

Volt 220
Flow Rate 60 lt/min 16 USGpm
Electric Pump P/N 2.0350.01
Black Rubber Hose for 4 mt 157,5 inch
Intake Strainer Brass w/Check Valve
Accessories 3 Barbs + 4 Clamps

CT-KIT 220V Wall-Mounted - 60 lt/min

P/N Cover Weight
gr oz

15.0500.04 Wall-Mount 13700 483 1

Volt 220
Flow Rate 60 lt/min 16 USGpm
Electric Pump P/N 2.0350.01
Gun PAL80 Alum.
Black Rubber Hose 4 mt 157,5 inch
Intake Strainer Brass w/Check Valve
Accessories 3 Barbs + 4 Clamps

CT-KIT 12V Mobile - 40 lt/min

P/N Cover Weight
gr oz

15.0550.01 Mobile 12200 430,24 1

Volt 12
Flow Rate 40 lt/min 10,5 USGpm
Electric Pump P/N 2.0320.01
Gun PAL80 Alum.
Black Rubber 4 mt 157,5 inch
Intake Strainer Brass w/Check Valve
Accessories 3 Barbs + 4 Clamps
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CT-KIT 12V Wall-Mounted - 40 lt/min

P/N Cover Weight
gr oz

15.0550.02 Wall-Mount 10200 359,79 1

Volt 12
Flow Rate 40 lt/min 10,5 USGpm
Electric Pump P/N 2.0320.01
Gun PAL80 Alum.
Black Rubber Hose 4 mt 157,5 inch
Intake Strainer Brass w/Check Valve
Accessories 3 Barbs + 4 Clamps

Plate-Set for CT-KIT

P/N Cover Weight
gr oz

99.0015.01 Mobile 2200 77,6 1

Electric Pump 220V - 60 lt/min

P/N By-Pass Inner Strainer Weight
gr oz

15.0500.70 Yes Yes 7700 271,61 1

Flow Rate 60 lt/min 16 USGpm
Volt 220
Watt 370
Ampère 2,2
RPM 2800
Protection IP55
Accessories Electric Cable w/ Plug

Electric Pump12V - 40 lt/min

P/N Inner Strainer By-Pass Weight
gr oz

15.0550.70 No Yes 3900 137,57 1

Flow Rate 40 lt/min 10,5 USGpm
Volt 12
Watt 140
Ampère 16
RPM 2800
Protection IP55
Accessories Cable w/ Crocodile Clips
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Plastic Intake Strainer

P/N Flow-rate Inlet Weight
lt/min USGpm gr oz

15.0000.02 30 8 Hose barb Ø20mm 20 0,7 100
15.0000.01 55 14,5 Hose Barb Ø25mm 23 0,8 100
15.0000.04 90 23,8 Hose Barb Ø32mm 28 1 100
15.0000.03 30 8 3/4"M 30 1,05 100
15.0000.05 80 21 1"F 36,5 1,28 100

Main body PP + FG
Strainer 30 Mesh 600 µm
Strainer Material Nylon

FY5 - Black Plastic Y-Strainer FF

P/N Inlet/Outlet Max Pres. Weight
bar - MPa psi gr oz

15.0004.11 3/4" Bsp FF 10 - 1 145 198 7 50
15.0004.01 1" Bsp FF 10 - 1 145 177 6,24 50

Flow Rate 80 lt/min 21 USGpm
Fittings Brass
Main body PP + FG
Strainer 50 Mesh 300 µm
Strainer Material Stainless Steel

FY5 - Black Plastic Y-Strainer MM

P/N Max Pres. Inlet/Outlet Weight
bar - MPa psi gr oz

15.0004.22 10 - 1 145 1"Bsp MM 198 7 50

Flow Rate 80 lt/min 21 USGpm
Fittings PP + FG
Main body PP + FG
Strainer 50 Mesh 300 µm
Strainer Material Stainless Steel

Plastic Intake Strainer w/Check Valve

P/N Flow-rate Inlet Weight
lt/min USGpm gr oz

2.0200.07 80 21 1"F 50 1,76 50

Main body PP + FG
Strainer Material PP + FG
Max Temperature 40 °C 104 °F
Strainer 16 Mesh 1300 µm
Check Valve Yes
Intake Strainer Plastic w/Check Valve
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Brass Intake Strainer w/Check Valve

P/N Inlet Weight
gr oz

2.0200.05 3/4"F 141 4,97 10
2.0200.06 1"F 194,5 6,86 10

Flow Rate 60 lt/min 16 USGpm
Main body Brass
Strainer Material Stainless Steel
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Black Rubber Hose for Diesel

P/N Diameter Lenght Weight
gr oz

2.0080.22 19mm 1 mt. 375 13,22 1
2.0080.23 25mm 1 mt. 700 24,69 1

Material Black rubber for diesel
Max Pressure 10 bar - 1 MPa 145 psi

Diesel Hose Clamp

P/N Diameter Weight
gr oz

2.0050.01 19-25mm 12 0,42 20

Material Steel
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