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UNIVERSAL GUN - Red Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.11 PP + FG Nbr + SS SS - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Blue Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.12 PP + FG Viton + SS SS - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Grey Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0013.12 PP + FG Viton + Aisi 316 Aisi 316 - Aisi 316 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Brown Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0015.12 PP+stapl. FG Viton + Aisi 316 Aisi 316 - Aisi 316 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F
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UNIVERSAL GUN - Green Trigger - Constantly Weeping

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0014.12 PP + FG Viton + SS Aisi 316 - SS 131 4,62 120

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 50 °C 120 °F

UNIVERSAL GUN - Yellow Trigger

P/N Main body Inner Parts Ball/Spring Weight
gr oz

15.0003.10 PA6 + FG Viton + SS SS - SS 162 5,7 120

Max Pressure 60 bar - 6 MPa 870 psi
Flow Rate 70 lt/min 18,5 USGpm
Inlet/Outlet 1/2"Bsp FF
Max Temperature 60 °C 140 °F

UNIVERSAL GUN - Grey Trigger + Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0003.51 --- --- 140 4,93 30

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Gun Universal Grey Trigger
Nozzle Nozzle Holder

RB 35 Gun - blue - 50°C

P/N Inlet Weight
gr oz

30.6200.00 1/2" Bsp F Swivel - Nickel-plated Brass 440 15,52 10

Spraying Pattern Adjustable Cone
Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 50 °C 120 °F
Material PP+FG
Pin Brass
Spring AISI 303
Seals Material Viton
Casing Colour Blue
Trigger Colour Blue
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RB 35 Gun - blue - 80°C

P/N Inlet Weight
gr oz

30.6250.00 1/2" Bsp F Swivel - AISI 303 440 15,52 10

Spraying Pattern Adjustable Cone
Max Pressure 12 bar - 1,2 MPa 175 psi
Flow Rate 50 lt/min 13,2 USGpm
Max Temperature 80 °C 176 °F
Material PA+PP+FG
Pin AISI 303
Spring AISI 316
Seals Material Epdm
Casing Colour Blue
Trigger Colour Grey

RB65 Gun

P/N Inlet Flow-rate Weight
lt/min USGpm gr oz

30.6400.00 1/2" Bsp F 60 16 940 33,16 10
Internal Parts: Brass

30.6425.00 1/2" Bsp F Swivel 60 16 940 33,16 10
Internal Parts: Brass

30.6300.00 1/2" Bsp F 60 16 940 33,16 1
Internal Parts: Stainless Steel Aisi 316

30.6310.00 1/2" Bsp F Swivel 60 16 940 33,16 1
Internal Parts: Stainless Steel Aisi 316

30.6440.00 1/2" Bsp F 100 26,5 940 33,16 10
Internal Parts: Brass

30.6445.00 1/2" Bsp F Swivel 100 26,5 940 33,16 10
Internal Parts: Brass

30.6450.00 1/2" Bsp F 100 26,5 940 33,16 10
Internal Parts: Brass - On/Off Opening Device

Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F

RB65-350 Gun

P/N Colour Inlet Weight
gr oz

30.6465.00 Blue 1/2" Bsp F 2020 71,25 5
Internal Parts : Brass

30.6468.00 Red 1/2" Bsp F 2020 71,25 5
Internal Parts : Brass

Flow Rate 60 lt/min 16 USGpm
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Tube lenght 350 mm 13,8 in.
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RB65 - Couplings

P/N Outlet Flow-rate Weight
lt/min USGpm gr oz

30.6480.00 1/2" Bsp M 100 26,5 121 4,28 5
30.6430.00 H.Barb Ø13mm 60 16 121,5 4,28 10

Inlet 1/2" Bsp F Swivel
Max Pressure 24 bar - 2,4 MPa 350 psi
Max Temperature 90 °C 195 °F
Main body Brass

CT Top Spray Gun 1 - Adjustable Nozzle

P/N Inlet Seat Main body Weight
gr oz

15.0600.02 1/4" Bsp F SS Brass 327 11,53 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Maxi - Adj., Brass
Spraying Pattern Adjustable Cone

CT Top Spray Gun 2 - Adjustable Head

P/N Inlet Seat Main body Weight
gr oz

15.0600.04 Swiv. H.Barb Ø13mm brass SS Brass 420 14,82 1

Max Pressure 25 bar - 2,5 MPa 363 psi
Flow Rate 30 lt/min 8 USGpm
Max Temperature 100 °C 212 °F
Nozzle Adj. Head - Pencil to Cone
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TW1-V -VITON- Two-Detergents Lance - Nozzle Holder

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0008.00 --- --- GAS 345 12,15 10
15.0008.30 --- --- NPT 345 12,15 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts SS
Seals VITON
Nozzle Nozzle Holder

TW1-V -VITON- Two-Detergents Lance - Cone / Flat-Fan Nozzle

P/N Ø Nozzle Inlet Weight
gr oz

15.0008.01 Fan 1.1mm + Cone 1.2mm GAS 350 12,35 10
15.0008.31 Fan 1.1mm + Cone 1.2mm NPT 350 12,35 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts SS
Seals VITON
Nozzle Flat: plast + Cone: SS
Flow Rate Vent. 03 - Cono 035

TW1-E -EPDM- Two-Detergents Lance - Nozzle Holder

P/N Ø Nozzle Nozzle Size Inlet Weight
gr oz

15.0008.50 --- --- GAS 345 12,15 10
15.0008.80 --- --- NPT 345 12,15 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts Aisi 316
Seals EPDM
Nozzle Nozzle Holder
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TW1-E -EPDM- Two-Detergents Lance - Cone / Flat-Fan Nozzle

P/N Ø Nozzle Inlet Weight
gr oz

15.0008.51 Fan 1.1mm + Cone 1.2mm GAS 350 12,35 10
15.0008.81 Fan 1.1mm + Cone 1.2mm NPT 350 12,35 10

Inlet 2 x 1/8"F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 10 bar - 1 MPa 145 psi
Max Temperature 50 °C 120 °F
Tube lenght 630 mm 24,86 in.
Tube Stainless Steel
Gun TW1
Inner Parts Aisi 316
Seals EPDM
Nozzle Flat: plast + Cone: SS
Flow Rate Vent. 03 - Cono 035

DOUBLE COILED HOSE for TW1

P/N Lenght Diameter Weight
gr oz

2.0080.31 10 mt. 8 x 5 mm 2000 70,54 1

SWIVEL FITTING HOSE BARB with SPRING for TW1

P/N Inlet Outlet Weight
gr oz

2.0010.08 1/4" Bsp M H.Barb Ø6mm 70 2,47 2

INLET COUPLING for TW1

P/N Inlet Outlet Weight
gr oz

2.0010.07 1/8"M 1/4"F 20 0,7 2
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CP210 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.12 --- --- 161 5,68 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 210 mm 8,27 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP600 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.00 --- --- 231 8,15 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder

CP600 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.01 0,9 mm 02 236 8,32 50
15.0006.02 1,1 mm 03 236 8,32 50
15.0006.03 1,3 mm 04 236 8,32 50
15.0006.04 1,4 mm 045 236 8,32 50
15.0006.05 1,6 mm 06 236 8,32 50
15.0006.06 1,8 mm 08 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern
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CP600 PVC - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.51 1,0 mm 025 236 8,32 50
15.0006.52 1,2 mm 035 236 8,32 50
15.0006.53 1,5 mm 05 236 8,32 50
15.0006.54 1,8 mm 06 236 8,32 50
15.0006.55 2,0 mm 08 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle SS Cone Pattern

CP600 PVC - Adjustable Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.56 1,5 mm Adjustable 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Mini - Adj., Brass
Spraying Pattern Adjustable Cone

CP1200 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.00 --- --- 317 11,18 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Nozzle Holder
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CP1200 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.01 0,9 mm 02 322 11,35 20
15.0012.02 1,1 mm 03 322 11,35 20
15.0012.03 1,3 mm 04 322 11,35 20
15.0012.04 1,4 mm 045 322 11,35 20
15.0012.05 1,6 mm 06 322 11,35 20
15.0012.06 1,8 mm 08 322 11,35 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle Plastic - Flat-Fan Pattern

CP1200 PVC - Cone Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.51 1,0 mm 025 322 11,35 20
15.0012.52 1,2 mm 035 322 11,35 20
15.0012.53 1,5 mm 05 322 11,35 20
15.0012.54 1,8 mm 06 322 11,35 20
15.0012.55 2,0 mm 08 322 11,35 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Blue Trigger
Nozzle SS Cone Pattern
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CPA600 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.20 --- --- 231 8,15 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Nozzle Holder

CPA600 PVC - Flat-Fan Nozzle

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0006.21 0,9 mm 02 236 8,32 50
15.0006.22 1,1 mm 03 236 8,32 50
15.0006.23 1,3 mm 04 236 8,32 50
15.0006.24 1,4 mm 045 236 8,32 50
15.0006.25 1,6 mm 06 236 8,32 50
15.0006.26 1,8 mm 08 236 8,32 50

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 15 bar - 1,5 MPa 217 psi
Max Temperature 50 °C 120 °F
Tube lenght 600 mm 23,6 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Plastic - Flat-Fan Pattern

CPA1200 PVC - Nozzle Holder

P/N Ø Nozzle Nozzle Size Weight
gr oz

15.0012.20 --- --- 317 11,18 20

Inlet 1/2" Bsp F
Flow Rate 30 lt/min 8 USGpm
Max Pressure 25 bar - 2,5 MPa 363 psi
Max Temperature 50 °C 120 °F
Tube lenght 1200 mm 47,2 in.
Tube Pvc
Gun Universal Grey Trigger
Nozzle Nozzle Holder
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